


Products Preview

ASTA MINI

ASTA MINI compact design with a
diameter of just 30mm, which meets
the various requirements of outdoor
landscape lighting, can be used as a
space-guided, decorative shape for
point-like surface-emitting
illumination

ASTA FIXED

ASTA FIXED has an option of reflector
with diffuser or optical collimator with
glass cover, 10 different beam angles
and a fixture height of 66mm, which
is half of the average height in-
ground luminaires available in the
market. Ideal for both indoor and
outdoor applications.

ASTA ADJUSTABLE

ASTA ADJUSTABLE is a well thought
design with vertical adjustable on the
frame to achieve the best lighting
effect after installation.
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ASTA LINEAR

ASTA LINEAR with narrow trim that
allows seamless connectivity
without dark ars.

, which can be competitive to
indoor light performance.
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Product Features SECANTE | tcir mino

The frame diameter range from 30mm to 155mm - 6 sizes to match the different requirements in a space.

No screws on surface, integrated&exquisite, excellent water waterproofing — IP67

Available in frosted diffuser and optical collimator version,
to meet different lighting requirements

Diffuser with frosted glass cover,
surface-emitting lighting effect

Optical collimator with glass cover




Suitable For Doth Indoor & Outdoor Applications SEeCONTe | cxr v

Common design used for indoor and outdoor, the
height of the lamp body is less than 66mm, which is half
of the average height in-ground luminaires
available in the market, ideal for a variety of
indoor&outdoor applications.

Other in-ground luminaires in the market

>100 mm

Maximum height of ASTA

<66 mm




Outstanding Physical Performance

DC 24V Power supply
Safe low voltage

Full range of IK10 impact resistance, static
load capacity 5000Kg

Frame and covers are made of
316L stainless steel, suitable for ®
seaside areas. y D

Full IP67
ull range Surface temperature of

<40°C

Cable erproof
block

Outdoor installation, with
cable waterproof blocker to
prevent water pressure from
inhaling from the cable
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The ASTA heat-sink is manufactured by using a
large tonnage forging process,

100% eliminates negative pressure of the lamp to
Inhalate water vapor.
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Multiple color choices and dimming systems SEeCONTEe e v

Monochromatic light Mixed light

2200K Royal Blue Tunable White
2700K Blue AV Tunable white

- 2700-6500K
4000K Gaen
5000K
5700K
6500K

o
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Multiple Beam Angle Options

10D 15D 25D 30D 45D 60D 30D 10X30D  20X30D 20X50D

Asymmetrical

IV _ K

Wide range of beam angles, to cater for different lighting requirements



Design Guide SECONTe | tcurmino
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ASTA Lighting Performance Ultra narrow trim and clean surface without screws

The distance between the ASTA Linear luminaire is less
than 2 times the distance between the two LED in one
Uniform light-output lamp.
No dark area Eliminate dark area when connecting 2
fixture together.

Color consistency and no flicker

Narrow trim design
Trim thickness 11mm

Clean surface - Ultra narrow side-trim
without screws P
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ASTA ADJUSTABLE
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The structure of adjustable angle is on the surface of the
luminaire, easy to operate, the pointer indicates the
adjustable angle.

The vertical direction can be adjusted by 0-15°, and the horizontal direction
can be rotate 360° then press into the embedded part.

The rotatable radiator is exposed to the outside of the
fixture for better heat dissipation.
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Two Types Of Installations

Cover the gap/flaws between the
ground and the embedded parts,
Recommended for indoor
application.

Narrower trim, Flush ground installation
mainly for outdoor application



ASTA MINI Applications SecCoOnNTe e v

A

Outdoor ceiling / Canop

ASTA MINI ‘s exquisite design and light
for outdoor ground, outdoor pave®
floor, wall and roof ceiling.
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Accessories SEeCoONTe | cxr v

Honeycomb Louver Crescent Anti-glare Accessory Sea mew Anti-glare Accessory

Except standard honeycomb louver, the special crescent and sea mew anti-glare accessories are designed by SECANTE, in order to create a
better experience of visual comfort.



Embedded part SEeCoONTe | cxr v

Outdoor embedded parts with higher height, suitable for outdoor ground, the lamps are farther from the bottom, preventing the water from
immersing the lamps for a long time, and the three-fold protrusion of the embedded parts enhances to combine with the concrete to prevent the
vehicle from being crushed and causing the lamps to sink.
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Indoor embedded parts with lower height, suitable for indoor floor, roof garden floor and outdoor under
floor, without affecting the structural strength of the floor



Applications SEeCaNTe e wmw
Accent lighting for

Wall washer Trees/Plants Columns Canopy Light guide
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SEeCIANTE oo

ASTA MINI

Front cap and light body is made of 316L stainless steel,

IP68 rating, can be used for underwater lamp.

MINI 30 is dimmable via 0-10V, DALI, DMX dimming by external controller
or dimmable driver.;
MINI 55 with build-in dimming circuit, is compatible to DALI, DMX dimming

and there’' s no need for extra dimmable driver.



E ASTA 30 Specifications SeCoONTe | cHm v

Power Luminous Flux Color Beam Angle i Dimension

2200K 8 L
2700K
B1-012001- 3000K
000008XX-1A32- 01w 4lm 4000K Surface-emitting ON/OFF
XX-X-XX 5000K
5700K
6500K

Red

Orange
B1-012001- PC amber

000000XX-1A32- 01w Surface-emitting ~ ON/OFF

Green
e Blue

Royal Blue

Cut-out size for installation on the
ceiling ®25mm

Notes: 0-10V, DALI&DMX dimming by external controller or dimmable driver



E ASTA 55 Specifications SECONTe cHruino

Luminous Flux  Color Beam Angle Dim Dimension
255 255
2200K
2700K
B1-012002- 3000K ON/OFF
000008XX-XA32- 0.12w 8lm 4000K Surface-emitting DALI 230 230
XX-X-XX 5000K DMX | i
5700K ) ! i
6500K T _ ET ] 3
54 ,a| 5\4
[ 43 43
Red
o
B1-012002- e ON/OFF ]
000000XX-XA32-XX- 0.12w Gréen Surface-emitting DALI 3
X-XX Sl DMX
Royal blue 183
81-012002- RGB . w |
000000CX-5A32- 0.12w RGBW Surface-emitting DMX
XXXXX Cut-out size for installation on the
5668 ceiling ®45mm
000008WW-XA32- 012w 8im Tunable white Surface-emitting DALI
XXXXX DX

Remarks: ON/OFF luminaire can realize 0-10V, DALI&DMX dimming by external controller or dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can
realize DALI&DMX dimming independently, no need extra dimmable driver.



E ASTA 55 Specifications

Model Power

us Flux

Color

Beam Angle

Dim

5eEnTe LIGHT MIND

Dimension

B1-012002-
OXXXX8XX-XA32- W
XXXXX

120Im

2200K
2700K
3000K
4000K
5000K
5700K
6500K

10D
15D
25D
30D
45D
60D
12x30D
20x30D
15x60D

ON/OFF
DALI
DMX

B1-012002-
OXXXXOXX-XA32- 2w
XX-X-XX

Red
Orange
PC amber
Green
Blue
Royal blue

10D
15D
25D
30D
45D
60D
12X30D
20X30D
15X60D

ON/OFF
DALI
DMX

B1-012002-
OXXXXOCX-5A32- 2w
XX-X-XX

RGB
RGBW

10D
15D
25D
30D
45D
60D
12X30D
20X30D
15X60D

DMX

B1-012002-
OXXXXBWW-XA32- ow
XX-X-XX

120im

Tunable white

10D
15D
25D
30D
45D
60D
12X30D
20X30D
15X60D

DALI
DMX

Optional Anti-glare Accessory

?55 255

230 230

2

|
e
1 ] T 1]
ﬂ:E_. 183
[T

Cut-out size for installation on the
ceiling ®45mm

Remarks: ON/OFF luminaire can realize 0-10V, DALI&DMX dimming by external controller or dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit,

can realize DALI&DMX dimming independently, no need extra dimmable driver.






ﬂa ASTA FIXED 103| 112 Specifications SEeCaANTEe e mne

Power Luminous Flux Color Beam Angle i Dimension

2200K
2700K
B1-012003- 3000K ON/OFF
000008XX-X932-XX-  0.4W 12Im 4000K Surface-emitting DALI 260 260 260
X-XX 5000K DMX
1

5700K T

.

[ A
54
103 !
103
Red
B1-012003- Orange ON/OFF
000000XX-1932-XX- 0.4W PC amber Surface-emitting DALI @112 @112 @112
X-XX Green DMX
Blue
Royal Blue @ @ @
L
— [
B1-012003- KB 154
000000CX-5932-XX-  0.4W Surface-emitting DMX 103 q
RGBW
X-XX
B1-012003- ) » DAL 103
000008WW-X932- 0.4W 12Im Tunable white Surface-emitting DMX
XX-X-XX

Remarks: ON/OFF luminaire can realize 0-10V, DALI&DMX dimming by external controller or dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize
DALI&DMX dimming independently, no need extra dimmable driver.



E ASTA FIXED 103| 112 Specifications

Model

B1-012007-
XXXXX8XX-X932-XX-
X-XX

Power

™W

Luminous Flux

480Im

2200K
2700K
3000K
4000K
5000K
5700K
6500K

Beam Angle

10D
15D
25D
30D
45D
60D
30D T20
10X30D
10X20D
15X60D

ON/OFF
DALI
DMX

B1-012007-
XXXXXO0XX-X932-XX-
X-XX

™w

Red
Orange
PC amber
Green
Blue
Royal Blue

10D
15D
25D
30D
45D
60D
30D 720
10X30D
10X20D
15X60D

ON/OFF
DALI
DMX

B1-012007-
IXXXXX0CX-5932-XX-
X-XX

™w

RGB
RGBW

10D
15D
25D
30D
45D
60D
30D T20
10X30D
10X20D
15X60D

DMX

B1-012007-
XXXXXB8WW-X932-
XX-X-XX

W

480Im

Tunable white

10D
15D
25D
30D
45D
60D
30D T20
10X30D
10X20D
15X60D

DALI
DMX

=

Optional Anti-glare Accessory
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Dimension

f
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103

103

Remarks: ON/OFF luminaire can realize 0-10V, DALI&DMX dimming by external controller or dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize DALI&DMX
dimming independently, no need extra dimmable driver.
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ASTA FIXED 148] 155 Specifications

Dimension

Model Power

Luminous Flux

Color

Beam Angle

2200K
2700K
3000K ON/OFF
Bl-(;(lgéoz()_tlx-f_())?_())?fXX- 0.7W 24im 4000K Surface-emitting DALI :
5000K DMX
5700K 2100
6500K
i !
64 66
AT .
148 |
Red 148 |
Orange ON/OFF
B1-012004-000000XX- -\ PC amber Surface-emitting DALI
X932-XX-X-XX Green DMX @ P ?
Blue
Royal Blue
2100 2100 2100
B1-012004-000000CX- RGB SLM 6‘6
5932-XX-X-XX 0.7W RGBW Surface-emitting DMX 145 154
148
B1-012004- DAL
000008WW -X932-XX- 0.7W 24Ilm Tunable white Surface-emitting DMX
X-XX

Remarks: ON/OFF luminaire can realize 0-10V, DALI&DMX dimming by external controller or dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize
DALI&DMX dimming independently, no need extra dimmable driver.



ASTA FIXED 148| 155 Specifications SEecCoONnTe o

Power Luminous Flux Color Beam Angle i Dimension

10D
15D
25D
30D
45D
60D
30D T20
10X30D
20X30D
20X50D
100
15D
Red 25D
Orange 30D
BI-012014-0000KK- 00 PC amber 45D Sl
X932-XX-X-XX Green 60D VX
Blue 30D T20
Royal Blue 10X30D
20X30D
20X50D
100
15D
25D
30D
RGB 45D
RGBW 60D
30D 720
10X30D
20X30D
20X50D
100
15D
25D

30D
B1-012014- 25D DAL

XXXXXS\A)/(WX—;((%Z-XX» 14w 1100Im Tunable white 60D DMX
a 30D T20
10X30D

20X30D Optional Anti-glare Accessol
20X50D s v i

2200K
2700K
3000K
14w 1100Im 4000K
5000K
5700K
6500K

ON/OFF
DALI
DMX

B1-012014-XXXX8XX-
X932-XX-X-XX

B1-012014-
XXXXXOCX-X932-XX- 14w
X-XX

DMX

2155 2155
210 o1
f T

#1559
210!
[

148 194

o0 0¥ O
%

Remarks: ON/OFF luminaire can realize 0-10V, DALI&DMX dimming by external controller or dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize
DALI&DMX dimming independently, no need extra dimmable driver.






ASTA ADJUST 138|149 Specifications SEeCoONTe | e ww

Power Luminous Flux Color Beam Angle Dimension
2200K 10D
2700K 15D
3000K 25D ON/OFF
Bl'zfgzggjigmxx' w 450 4000K 35D DALI
5000K 50D DMX
5700K 15X25D
6500K 20X30D
Red 100
Orange 15D
B1-202007-0XXXXOXX~ PC amber 250 i
™ 35D DALI ]
X932-XX-X-XX Green
bt 50D DMX
15X25D 198
Royal Blue 20X30D
10D
15D
B1-202007-0XXXXOCX- RGB 250
5932-XX-X-XX L RGBW 2] BMx
50D
15X25D
20X30D i
8%
10D
15D
B1-202007- 25D DALI
OXXXX8WW-X932-XX- W 450 Tunable white 35D DMX
X-XX 50D
15X25D Optional Anti-glare Accessory
20X30D

Remarks: ON/OFF luminaire can realize 0-10V, DALI&DMX dimming by external controller or dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize
DALI&DMX dimming independently, no need extra dimmable driver.
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Available Wattages -

5M
To cater to different
i aM
requirements of wall-
washing height, ASTA 3M
Linear is available in 24W,

36W and 48W.

2M

M

6M

5M

4M

3M

2M

M

12%25° 15+50° 60° 12%25° 15+50° 60° 12%25° 15+50° 60°
24W 24W 24W 36W 36W 36W 48W 48W 48W



ASTA LINEAR Design Guide

5M

4M

3M

M

M

5M

4M

3M

2M

M

5eEnTe LIGHT MIND

15+50°
24W

to wall
Omm

(B

15+50°
24W

to wall
50mm

15+50°
24W

to wall

100mm

15+50°
24W

to wall

200mm

15+50°

36W
to wall
Omm

15+50° 15+50° 15+50° 15+50° 15+50° 15+50° 15+50°
36W 36W 36W 48W 48W 48W 48W

to wall to wall to wall to wall to wall to wall to wall

50mm 100mm 200mm Omm 50mm 100mm 200mm
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ASTA LINEAR 60 Specifications

Power Luminous Flux Color Beam Angle i Dimension
2200K
2700K
B1-032003- 3000K ON/OFF
000008XX-X931-XX- 3 100 4000K Surface-emitting DALI
X-XX 5000K DMX
5700K
6500K " 1000 |
[ -
[ | EL
i Y
[ P P P < P J s3 o
=] = =] ¥
Red
B1-032003- Orange ON/OFF i
000000XX-X931-XX- 3 PC amber Surface-emitting DALI I -
X-XX Green DMX | 1
Blue
Royal Bile [ =
[ e
| % E
61
B1-032003- R
000000CX-5931-XX-~ 6 Surface-emitting DMX |
RGBW
XXX
B1-032003- oAl
000008WW-X931- 6 180 Tunable white Surface-emitting DMX
XX-X-XX

Remarks: ON/OFF luminaire can realize 0-10Vdimming by external dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize DALI&DMX dimming
independently, no need extra dimmable driver.



ASTA LINEAR 60 24W Specifications SeconTe | ver v

Model Power Luminous Flux Color Beam Angle i Dimension
2200K
2700K 12+25°
B1-032024- 3000K 20+30° ON/OFF
OXXXXBXX-X931-XX- 24 2300 4000K 15+50° DALI
X-XX 5000K 36° DMX
5700K 60°
6500K
! 1000 JI
[ | ﬁ,:
N 12:25° Lo
B1-032024- PG arber 20+30° ON/OFF [ = 2 z 2 PR— s &
OXXXXOXX-X931-XX- 24 & 15+50° DALI ] v C f —+
X-XX Leey 36° DMX
Blue 60°
el o e | — i
1 1
67
| E:
1225° L B
B1-032024- G 20+30°
OXXXXOCX-5931-XX- 24 RGEW 15+50° DMX
X-XX 36°
60°
12425°
B1-032024- 20+30° Bl
OXXXXBWW-X931- 24 1800 Tunable white 15+50° DMX
XX-X-XX 36°
60°
Optional Anti-glare Accessory

Remarks: ON/OFF luminaire can realize 0-10Vdimming by external dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize DALI&DMX dimming
independently, no need extra dimmable driver.
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ASTA LINEAR 24W Wall Washing Effect

Luminaire: ASTA LINEAR B1-032024 , 24W, 3000K, luminaire to wall 200mm
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ASTA LINEAR 60 36W Specifications SeconNTe e e

Power Luminous Flux Color Beam Angle i Dimension
2200K
2700K 12:25°
B1-032036- 3000K 20+30° ON/OFF
OXXXXBXX-X931-XX- 36 3300 4000K 15+50° DALI
X-XX 5000K 36° DMX
5700K 60°
6500K
} 1000 ]
[ ] EF
Ofaenc:;e 12+25° i Y
B1-032036- S8 st 20+30° ON/OFF  P—— — ad = -
OXXXXOXX-X931-XX- 36 15+50° DALI = = ] 1 —+
Green N
X-XX 36 DMX
Blue 50°
Royal Biue | - !
1 1
67
[ 1 &
[ )
12:25° o
B1-032036- RGB 20+30°
OXXXXOCX-5031-XX- 36 RGEW 15+50° DMX
X-XX 36°
60°
1225°
B1-032036- 20:30° DALI
OXXXX8WW-X931- 36 2500 Tunable white 15+50° DMX
XX-X-XX 36°
60°
Optional Anti-glare Accessory

Remarks: ON/OFF luminaire can realize 0-10Vdimming by external dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize DALI&DMX dimming
independently, no need extra dimmable driver.



ASTA LINEAR 36W Wall Washing Effect

6M

5M

AM

3M

2M

M

Luminaire: ASTA LINEAR B1-032036 , 36W, 3000K, luminaire to wall 200mm
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ASTA LINEAR 60 48W Specifications

Power Luminous Flux Color Beam Angle i Dimension
2200K
2700K 12¢25°
B1-032048- 3000K 20+30° ON/OFF
OXXXXBXX-X931-XX- 48 4100 4000K 15+50° DALI
X-XX 5000K 36° DMX
5700K 60°
6500K
I 1000 | |
I 1ot
Of;r:’ge 12+25° | 1y
B1-032048- Kodiad 20430° ON/OFF [ ] s )
OXXXXOXX-X931-XX- 48 “ 15+50° DALI ] L = l —+
X-XX =en 36° DMX
Blue 60°
Royal Blue e - - ul
[ |
67
| E:
12+25° . =
B1-032048- . 20+30°
OXXXXOCX-5931-XX- 48 RGBW 15+50° DMX
X-XX 36°
60°
12+25°
B1-032048- 20+30° ALl
OXXXXBWW-X931- 48 3400 Tunable white 15+50° Bk
XX-X-XX 36°
60°
Optional Anti-glare Accessory

Remarks: ON/OFF luminaire can realize 0-10Vdimming by external dimmable driver. DALI/DMX dimmable luminaire, with build-in dimming circuit, can realize DALI&DMX dimming
independently, no need extra dimmable driver.
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ASTA LINEAR 48W Wall Washing Effect

Luminaire: ASTA LINEAR B1-032048 , 48W, 3000K, luminaire to wall 200mm
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6M

5M

4M

3M

2M
M

60°

36°

15+50°

20+30°

12#25°

60°

36°

15+50°

20%30°

12+25°

291
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